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10 CFR Ch. I (1–1–13 Edition) § 70.23a 

3 The criteria in appendix B of part 50 of 
this chapter will be used by the Commission 
in determining the adequacy of the quality 
assurance program. 

(b) The Commission will approve con-
struction of the principal structures, 
systems, and components of a pluto-
nium processing and fuel fabrication 
plant on the basis of information filed 
pursuant to § 70.22(f) when the Commis-
sion has determined that the design 
bases of the principal structures, sys-
tems, and components, and the quality 
assurance program provide reasonable 
assurance of protection against natural 
phenomena and the consequences of po-
tential accidents. 3 Failure to obtain 
Commission approval prior to begin-
ning of such construction may be 
grounds for denial of a license to pos-
sess and use special nuclear material in 
a plutonium processing and fuel fab-
rication plant. 

[36 FR 17574, Sept. 2, 1971, as amended at 37 
FR 5749, Mar. 21, 1972; 38 FR 30534, 30538, Nov. 
6, 1973; 39 FR 26286, July 18, 1974; 42 FR 17126, 
Mar. 31, 1977; 43 FR 6924, Feb. 17, 1978; 49 FR 
9406, Mar. 12, 1984; 54 FR 14064, Apr. 7, 1989; 57 
FR 18392, Apr. 30, 1992; 67 FR 78142, Dec. 23, 
2002; 76 FR 56966, Sept. 15, 2011] 

§ 70.23a Hearing required for uranium 
enrichment facility. 

The Commission will hold a hearing 
under 10 CFR part 2, subparts A, C, G, 
and I, on each application for issuance 
of a license for construction and oper-
ation of a uranium enrichment facility. 
The Commission will publish public no-
tice of the hearing in the FEDERAL 
REGISTER at least thirty (30) days be-
fore the hearing. 

[69 FR 2280, Jan. 14, 2004] 

§ 70.24 Criticality accident require-
ments. 

(a) Each licensee authorized to pos-
sess special nuclear material in a quan-
tity exceeding 700 grams of contained 
uranium–235, 520 grams of uranium–233, 
450 grams of plutonium, 1,500 grams of 
contained uranium–235 if no uranium 
enriched to more than 4 percent by 
weight of uranium–235 is present, 450 
grams of any combination thereof, or 
one-half such quantities if massive 
moderators or reflectors made of 
graphite, heavy water or beryllium 

may be present, shall maintain in each 
area in which such licensed special nu-
clear material is handled, used, or 
stored, a monitoring system meeting 
the requirements of either paragraph 
(a)(1) or (a)(2), as appropriate, and 
using gamma- or neutron-sensitive ra-
diation detectors which will energize 
clearly audible alarm signals if acci-
dental criticality occurs. This section 
is not intended to require underwater 
monitoring when special nuclear mate-
rial is handled or stored beneath water 
shielding or to require monitoring sys-
tems when special nuclear material is 
being transported when packaged in ac-
cordance with the requirements of part 
71 of this chapter. 

(1) The monitoring system shall be 
capable of detecting a criticality that 
produces an absorbed dose in soft tis-
sue of 20 rads of combined neutron and 
gamma radiation at an unshielded dis-
tance of 2 meters from the reacting 
material within one minute. Coverage 
of all areas shall be provided by two de-
tectors. 

(2) Persons licensed prior to Decem-
ber 6, 1974, to possess special nuclear 
material subject to this section may 
maintain a monitoring system capable 
of detecting a criticality which gen-
erates radiation levels of 300 rems per 
hour one foot from the source of the ra-
diation. The monitoring devices in the 
system shall have a preset alarm point 
of not less than 5 millirems per hour 
(in order to avoid false alarms) nor 
more than 20 millirems per hour. In no 
event may any such device be farther 
than 120 feet from the special nuclear 
material being handled, used, or stored; 
lesser distances may be necessary to 
meet the requirements of this para-
graph (a)(2) on account of intervening 
shielding or other pertinent factors. 

(3) The licensee shall maintain emer-
gency procedures for each area in 
which this licensed special nuclear ma-
terial is handled, used, or stored to en-
sure that all personnel withdraw to an 
area of safety upon the sounding of the 
alarm. These procedures must include 
the conduct of drills to familiarize per-
sonnel with the evacuation plan, and 
designation of responsible individuals 
for determining the cause of the alarm, 
and placement of radiation survey in-
struments in accessible locations for 
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